. Class 67—Automatie Systems 


GLass 67 
AUTOMATIC STSTERS 


{WCLUDES: VOICE RECORDING AND TRANSCRIB- 
(UG EQUIPMENTS; AUTOMATIC KEYERS 


CONFIDENTIAL NAVSHIPS 900,109 


[ote [rer asc vox | SPH 


cuF 67000 RAY 

RECORDER 

RECORDS: TEMPERATURES BETWEEN + 40° C TO 
~ 90° C; RELATIVE HUMIDITY BETWEEN 5% TO 
100%; BAROMETRIC PRESSURE BETWEEN 1070 
TO 40 MULEBARS. 


7425/39 CYCLORAY 
NOV. 41 RECORDER 


cHo67001 Ya-t 

KEYER UNIT? 

INPUT 100 TO 125 VOLTS /1/60, 0.8 AMPS, 
70 WATTS, 


5/8/42 75-K CHO F-35891 

NOV., 432 CHOSF-31375-28 
. 

ccs67002 wNXs-5670,PD-1 


REPROOUCER UNIT? INPUT 

115/1460, 23 AMP, 29 WATTS AND 150 VOLTS 
OC, .05 AMP VARIABLE SPEED, ELECTRICALL 
CONTROLLED. CONTINUOUSLY VARIASLE FROM 
33 TO 2.75 RPM. EQUIPPED WITH OIL DAMPED 
MOVING COIL REPRODUCING HEAD, 50 OHMS 
IMPEDANCE, FREQ RESPONSE 200 TO 3000 CY 
8/14/42 &-346A CcS3t4.16 

AUG. 43 


ccs67002 
LEVEL -50 08, «5 OUNCE PRESSURE SAPPHIRE 
PERMANENT STYLUSe HAS PROVISIONS FOR 
INSTANTANEOUS START-STOP AND STEPBACK 
FOR BACKSPACING BY REMOTE CONTROL OF 
NAVY TYPE CCS-23345. HAS SWITCH TO OPER- 
ATE KOTOR. WEIGHT 18 POUNDS. 


ccs 67003 NYS -5670 

REPRODUCER UNIT: INPUT 

YUS/V/E0,.3 ANP, 29 WATTS AND 150 VOLTS 
OC, -05 AMP VARIABLE SPEED, MECHANICALLY 
CONTROLLED. CONTINUOUSLY VARIABLE FROM 
33 TO 2.75 RPM. EQUIPPED WiTH OIL DAMPED 
MOVING COIL REPRODUCING HEAD, 50 OHMS 
@HPEDANCE, FREQUENCY RESPONSE 200 TO 
6414742 

MAR. 43 


: ccs67003 
3000 CYCLES, LEVEL -50 0B, .5 OUNCE 
PRESSURE SAFFIRE PERMANENT STYLUS. HAS 
PROVISIONS FOR INSTANTANEOUS START=-STOP 
AND STEPBACK FOR BACKSPACING BY REMOTE 
CONTROL. HAS SWITCH TO OPERATE MOTOR. iS 
SHOCK MOUNTED AND WEIGHS APPROX 18 LBS. 


ce 67004 RAU-2 

RECCRDERE 

RECORDS TEMPERATURE FROM PLUS 40°C TO 
MINUS 90°C, RELATIVE HUMIDITY FROM 5 TO 
100% & BAROMETRIC PRESSURE FROM 1070 TO 
10 MILLIBARS. SAME AS TYPE CJF-67000 EX- 
CEPT FOR MISCELLANEOUS MECHANICAL IM- 
PROVEMENTS SUCH THAT ALL REPLACEABLE 
6/20/42 CYCLORAY CUFIP+39576 
OCT. 42, RECORDER SuB O 


COMPONENTS ARE cur 67004 


INTERCHANGEABLE. 


re 
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PL RHGy 


ces67005 Pd 

TRANSCRIBER REPRODUCER 

UNITS FHPUT 11571760.36 AMPS 32 WATTS 
INDUCTION MOTOR RATED 11571760 .2 AMPS, 
74% PF. CONSTANT SPEED AT TURNTABLE 22 
RPM. FOR 30 MINUTE OPERATION USING 7" 
DIAM RECORD. EQUIPPED WITH PRECISION 
MAGNETIC CUTTING HEAD WITH A DIAMOND 
6/22¢42 — 

MAR. 43 


ecs6700$ 


PERMANENT CUTTER 4 OHMS IMPEDANCE 2.5 
TO 3 OUNCE PRESSURE. REPRODUCING PICKUP 
OIL DAMPED MOVING COIL TYPE .5 OUNCE 
PRESSURE SAPHIRE PERMANENT STYLUS. IS 
EQUIPPED WITH SWITCH FOR STARTING MOTOR. 


ccs67005a Po-i 
TRANSCRIBER-REPRODUCER UNIT 

INPUT 11541750, «36 AMP, 32 WATTS. IN- 
DUCTION MOTOR RATED 115/160, «2 AMP, 
74% PF COMSTANT SPEED AT TURNTABLE, 22 
RPM. FOR 30 MINUTE OPERATION USING 7" 
DIAMETER RECORD. EQUIPPED WITH PRECISION 
MAGNETIC CUTTING HEAD WITH A DIAMOND 


W/5043 B-371A CCS314.15 
AUG. 43 
PERMANENT CUTTER 4 OHMS 670054 


IMPEDANCE, FREQ RESPONSE 200 TO 3000 CY, 
2.5 TO 3 OZ PRESSURE, REPRODUCING HEAD 
OIL DAMPED, MOVING COIL TYPE. 50 ONMS 
IMPEDANCE, FREQ RESPONSE 200 TO 3000 CY, 
LEVEL -S0 Gb, .5 OZ PRESSURE, SAPPHIRE 
PERMANENT STYLUS. IS EQUIPPED WITH 
SWITCH FOR STARTING MOTOR. SAME AS BASIC 
NUMBER EXCEPT FOR USE OF EQUIV. RELAY 
AND NAVY APPROVED COMPONENTS. 


ces 67006 PD 

REPRODUCER UNIT: 

INPUT 110/1/60 .36 AMPS 32 WATTS IN- 
DUCTION NOTOR RATED 110/1/60 25 WATTS 
CONSTANT SPEED AT TURNTASLE 22 RPM. FOR 
30 MINUTE OPERATION USING 7" OIAM. RE- 
CORD. EQUIPPED WITH OIL DAMPED MOVING 
COIL PICKUP .5 OUNCE PRESSURE SAPPHIRE 
$/22/42 

AUG. 42. 


; ¢¢s67006 


PERMANENT STYLUS. HAS INSTANTANEOUS 
START-STOP TURNTABLE AND STEPBACK AR- 
RANGEMENTS FOR BACKSPACING BY REMOTE 
CONTROL. 4S EQUIPPED WITH SWITCH FOR 
STARTING MOTOR. 


cuv 67007 i: 
TRANSCRI VER -REPRODUCER UNIT? 
ENPUT 11571760, T.SAMPS, 130 We. INCLUSES 
A GENERAL ELECTRIC CO. SPLIT-PHASE MOTOR 
RATED 4115/3760, 10 MECHANICAL W OUTPUT, 
1800. RPM, STARTING CURRENT 3 AMPS, RUN- 
NING CURRENT. 0.9 AMPS. USES 16" RECORD- 
ING DISC. TABLE SPEED VARiES FROM 42 TO 
TIVS742 
~AUGe 43 


c4v57007 
10-1/4 RPM TO GIVE LENEAR GROOVE SPEED. 
INCLUDES RECORDING HEAD (BRUSH RC-20), 
CRYSTAL TYPE, FREQ RESPONSE 40-10000 
C¥CLES, REPLACEABLE SAPPHIRE STYLUS, 
4-1/2 02. PRESSURE. REPRODUCING HEAD, 
CRYSTAL TYPE (WEBSTER X-KtChH) FREQ RE- 
SPONSE 40 TO 2000 CYCLES. REPLACEASLE 
SAPPHIRE ST¥LUS, 15 GRAMS PRESSURE. HAS 
BUILT-IN JENSEN PH SPEAKER. 


CONFIDENTIAL 


vee 


FIRST ASSIGNED FOR 


ccs 67008 PH 

REPRODUCER UNIT: 

lwPuT 115/1/60 V, 0.5 AMPS, 65 WATTS. 
PORTAGLE. CONTINUOUSLY VARIASLE SPEED 
FROM 33 TO 2.5 RPM. FREQ RESPONSE ESSEN- 
TIALLY FLAT FROM 200 TO 3000 CYCLES. 
USES A 7" RECORD, HAS BUILT-IN AMPLIFIER 
AND 3" PMDYNANIC LOUDSPEAKER AND HEAD- 
2/3/43 B-E-15 

WAR, 44 


ccs67008 
PHONE JACK (500 OHMS OUTPUT). HAS PRO- 
VISIONS FOR START-STOP AND STEPBACK BY 
REMOTE CONTROL UTILIZING NAVY TYPE 
CCS-23352 STEP-BACK BRAKE CONTROL UNIT. 
SHOCK MOUNTED. WEIGHT 62f.- 


ccs 67009 PJ 

TRANSCRIBER -REPRODUCER 

UNIT: ENPUT 115/1/60 V.. 6.5 AMPS, 65 
WATTS. PORTABLE, CONSTANT SPEED AT TURN- 
TABLE 33 RPM. FREQ RESPONSE ESSENTIALLY 
FLAT FROM 200 TO 3000 CYCLES. USES A 7" 
RECORD FOR ISMINUTE OPERATION. RECORDING 
ACCOMPLISHED .BY EMBOSSING A SOUND GROOVE 


2/3/43 CCSC-617 REY 0 
SEPT 43 B-E-13 
ecs67009 


RECORDS FROM 500 OR 5000 OHM LINE OR 
FROM NAVY STANDARD MICROPHONE. HAS BUILT- 
IN LOUDSPEAKER AND JACKS FOR PLAYING 
BACK THROUGH EARPHONES OR EXTERNAL LOUD- 
SPEAKER. DESIGNED FOR OPERATION AT ANY 
TILT ANGLE, ‘EVEN UPSIDE OOWN. SHOCK 
MOUNTED. WEIGHT 68 POUNDS. 


cuv 67010 PE-t 

TRANSCRIBER -REPRODUCER 

UNIT: INPUT I15/1/60. SAME AS NAVY TYPE 
CMV-67007 TRANSCRIGSER-REPROOUCER UNIT 
EXCEPT THIS UKIT USES DIFFERENT TYPE 
TUBE SOCKETS, NAVY APPROVED COMPONENTS 
AND MOUNTING RACK OF NEW DESIGN. INTER= 
CHANGEABLE WITH CMY-67007 AS A UNIT. 
2/3/43 CHVs2538RZ-EN 
SEPT 43 


cnv67010 
WEIGHT 98 POUNDS. 


CMv67011 PG RE 8948A 
VARIABLE SPEED REPRODUCER 
UNITS ¢NPUT t15/1/60. 


3/29/43 
WAR. 44 


cHo 67012 Yt 
AUTOMATIC KEYER: 
OPERATES FROM 115 VOLT, 60 CYCLE WITHIN 
TEMPERATURE RANGE OF -10°C TO +50°C. 
INTERLOCK CAN CUT TO CLOSE ASSOCIATED 
ELECTRICAL CONTACTS FROM 0 TO 70°, 

90° TO 10%, 180° To 250° AND 270° To 
290° PROVIDING A KEYING SPEED OF 48 PER 
6/26/43 CHO:75-M 
SEPT 43 


CHO375-™ 
SPECIAL 


| “earaca? | aanTarTn [| are | ACTH 
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3.67-2 Class 67—Auvtomatic Systems 
stNgEa ALARA, SATAN, 
c1067012 ckB- 67015 
MINUTE. THENTY-FOUR COMPLETE A-N SIGNALS OPERATES FROM TYPE -20403 RECTIFEER 
WILL PRECEQOE ‘IDENTIFICATION. &NCLUDES POWER UNITe 


MOTOR STARTING CAPACITOR. 


cEy 67013 Tou 

KEYER UNITS 

RECEIVES SIGNAL FROM ANY KEYING DEVICE 
TO KEY THE BUFFER STAGE OF NAVY TYPE 
CEU-S52319 EXCITER AMPLIFIER UNIT. 
CAPABLE OF KEYING UP TO 250 WORDS PER 
MINUTE. 


T2443 CEUSMI-+7249-C P-721987 
AUG. 44 Sus 0 


cu- 67014 UP 

REGENERATOR REPEATER PANEL 

SHOCK MOUNTED UNIT CONSISTING OF ONE 
REP7At REGENERATIVE PANEL, ONE MU 4 
MOTOR UNIT, ONE CIOO COVER, ONE C10) 
COVER, FOUR REO 10A REGENERATIVE UNITS, 
ONE 0-362943 FILTER, TWO 7032 BUSSMAN 
FUSETRON. UNIT WITH 4 REGENERATIVE UNITS 
1/19/45 X-669tE-1 

FEB. 45 FLtIst | 


Cu-67014 
RECEIVES & REPEATS START-STOP TELETYPE- 
WRITER SIGNALS. . 


CKB- 67015 PR 

REPRODUCER UNIT 

@NPUT: 1410/1750 OR 60, SO WATTS. 33 175 

OR 78RPM CHANGED INSTANTLY BY MOVING 

MOTOR CARRIAGE TO ENGAGE EITHER SECTION . 
QF DRIVE PULLEY. HAS MAGNETIC Pt#CKUP 

WITH SAPPHIRE STYLUS.WORKS INTO 200/250 

OHM 4HPEDANCE. MOUNTED’ tN A CASE. 

3423745 10-4 

WAY 45 41) -OAOA241-5 


CTT- 67016 QsEE BELOW SPEC CS$-87 
SENO-RECEIVE PAGE PRINTERS 


QGENERAL TELETYPE USE 
4/10/45 
JUN, 45 


ctt- 67017 Msee BELOW SPEC CS-87 
SEND RECEIVE PAGE PRINTER 
WITH PERFORATOR TRANSMITTER: 


QGENERAL TELETYPE USE 
4/10/45 
JUN. 45 


ctt- 67018 Qsee BELOW SPEC CS-87 
TELETYPE TRANSMITTER DIS 
TRIBUTOR: 


QGENERAL TELETYPE USE 
4/10/45 
JUN. 45 
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